








MODEL

SPEED SET IN THE FACTORY

200
3405°

Maximum external static pressure (Pa) - Reduces unit performance by 50%.

Pa | max 6,6 9,3 9,3 10,7 14,5
2-pipe system Pa | med 44 74 79 8,4 12,3
Pa | min 41 45 6,3 10,7 10,1
Pa | max 6,5 9,1 9,1 10,5 14,2
4-pipe system Pa | med 43 7,3 7.8 8,3 12,1
Pa | min 4,0 44 6,2 6,4 10,0
MODEL 100 200 300 400 600
Fans No. 1 1 1 1 1
Standard coil Rows_| No. 2 3 3 3 3
Fittings | @ 1/2" 112" 112" 1/2” 112"
Auxiliary coil .R_OWS 0 L / . L .
Fittings | @ 112" 112" 112" 112 112
Height H | mm 480 480 480 480 480
Lenght L [ mm 760 760 960 1.160 1.360
Depth S | mm 200 200 200 200 200
M | mm 540 540 740 940 1.140
C | mm 510 510 710 910 1.110
D | mm 637 637 837 1.037 1.237
Net weight kg 15 16 21 26 30
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TECHNICAL DATA

2 pipe system (standard coil)

400

30 40 5°

W | max 870 1.690 2.530 3.530 4.770
Total cooling capacity | W | med 810 1.470 2.220 3.120 4130
COOLING W | min 740 1.250 1.890 2.650 3.470
Inlet air temperature: 7:0 W | max 770 1.340 1.990 2.730 3.620
et | Sensible cooling capacty | W | med 700 1.140 1730 2390 3100
21°Cdb-19°Cwh. W | min 620 980 1.480 2.000 2.570
Water flow I/h | max 150 291 435 607 820
Water pressure loss 7| kPa | max 2,3 8,1 74 13,2 28,5
W | max 1.380 2.270 3.110 4.460 5.980
Am:’ﬂﬁg;ﬂﬁioo .| Heating capacity | W | med 1.260 1970 2.740 3.920 5.120
i W | min 1.120 1.710 2.370 3.310 4.250
acqua: 50°C Water flow Ilh | max 150 291 435 607 820
Water pressure loss %7 | kPa | max 2,2 75 6,9 11,2 30,8
W | max 2410 3.830 6.360 7.490 10.020
Airtgnﬁg;’t-lljﬁ:em"c Heating capacity W | med 2.180 3.330 5.600 6.580 8.570
Eehe W | min 1.930 2.890 4.840 5.550 7.100
acqua: 70/60°C Water flow I/h | max 207 330 547 644 861
Water pressure loss kPa | max 3,8 8,7 8,3 13,5 30,8
Electrical heater heating capacity w 1.000 1.000 1.000 2000 3000
A - 4,35 4,35 4,35 8,70 13,04
m¥h | max 255 310 473 621 871
Air flow m*h | med 220 258 400 525 707
m3h | min 185 215 332 422 555
FURTHER dB(A)| max 48 53 57 55 57
DATA Sound power level ) ¥ dB(A)| med 43 49 55 52 52
dB(A)| min 39 45 51 48 47
dB(A)| max 39,4 444 48,4 46,4 484
Sound pressure level Sl dB(A)[ med 34,4 40,4 46,4 434 434
dB(A)| min 30,4 36,4 424 39,4 38,4
Maximum power motor imput | W | max 30 30 50 50 60
Maximum current motor imput A | max 0,13 0,20 0,28 0,25 0,29
Water content L - 0,555 0,832 1,173 1,513 1,853
2 pipe system (standard coil+ auxiliary coil)
W | max 1.030 1.630 2.540 3.110 4.600
Total cooling capacity | W | med 970 1.400 2.230 2.750 3.980
COOLING W | min 890 1.190 1.880 2.330 3.340
'g'z:lzt'fviftﬂelr’?;:l;feég B W | max 830 1.290 2.030 2.360 3.500
Iletwater temperaure: | SENSible cooling capacity V| W | med 750 1.090 1.760 2.090 2.990
27°C d.b-A9°C w. W | min 670 940 1.490 1.740 2470
Water flow I/h | max 177 280 437 535 791
Water pressure loss 7| kPa| max 2,2 8,1 6,9 10,4 29.5
W | max 2.000 1.930 3.150 3.550 4.980
Amgnfﬂmoa . | Heating capacity | W | med 1.820 1730 2860 3210 4420
Inlet water min 1.650 1.550 2.560 2.820 3.830
acqua: 70160°C Water flow max 172 166 271 305 428
Water pressure loss max 6,0 7,8 20,1 37,8 514
max 242 295 449 590 828
Air flow m3/h| med 209 245 380 498 673
m3/h| min 176 204 315 400 528
dB(A)| max 48 54 58 54 57
Sound power level D | dB(A)| med 43 50 55 51 52
FURTHER dB(A)| min 39 46 51 48 47
DATA dB(A)| max 39,4 45,4 49,4 454 48,4
Sound pressure level N dB(A)| med 344 414 46,4 42,4 43,4
dB(A)| min 30,4 374 424 39,4 38,4
Maximum power motor imput | W | max 30 30 50 60 60
Maximum current motor imput A | max 0,13 0,20 0,28 0,25 0,29
Water content (cooling) L 0,555 0,832 1,173 1,513 1,853
Water content (heating) L - 0,277 0,277 0,391 0,504 0,618

Standard unit with free outlet (External static pressure= 0 Pa)

J' Sound power level:
)) Sound pressure level:

secondo SO 23741.

The sound pressure level is 8,6 dB(A) lower than the sound power level.
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